
SpecificationS

LNP2800

28x Zoom IP Vandal-proof 
Outdoor PTZ Camera
Waterproof ptZ features  
28x optical Zoom & 
12x Digital Zoom 

featureS
•	 1/4 in ccD image sensor
•	 up to 704 x 480 (4cif) resolution
•	 H.264/MJpeG dual codec video streaming
•	 true day/night (icr) to capture sharp, 

detailed images day and night 
•	 enhanced imaging with 2D + 3D Dnr and WDr
•	 Sens-up automatically enhances DSS to produce 

brighter images in low light conditions
•	 ip66 weather rated
•	 LG ipsolute mobile app (android + iphone) available
•	 onVif and pSia compliant

camera image Sensor 1/4" ccD
Scanning Mode progressive Scan
resolution up to 704 x 480
effective pixels approx. 0.4 Megapixel
Minimum illumination color: 0.2 Lux (Sens-up : 0.003 Lux) 

B&W: 0.01 Lux (Sens-up x128 : 0.00001 
Lux)

Day/night icr (auto/Day/night)
Wide Dynamic range 80dB
electronic Shutter (sec) 1/160 - 1/90000, auto, flickerless
Backlight compensation BLc / HSBLc
Gain control auto
White Balance Mode auto, atW, Manual, one push
Sense-up (DSS) auto, up to 128x
noise reduction 2D+3D Dnr
ir Sensitivity 700 - 1100nm
panning range and Speed 0˚~360˚, Max. 500˚/Sec
tilting range and Speed 0˚~180˚, Max. 500˚/Sec

Lens Lens type Varifocal
Zoom ratio 28x
focal Length 3.5 - 98 mm
iris auto / Manual
focus auto / Manual
f-number f1.5 (Wide) - f3.0 (tele)

Video Video compression format H.264 / MJpeG
codec Streaming capability Dual Streaming
Maximum frame rate 30 fps @ 4cif, 30 fps @ cif
Bit rate 256 kbps to 10,240 kbps
Bit rate Mode cBr, VBr

audio audio Streaming two-way
audio compression format G.726, G.711

features Motion Detection Yes
event notification relay out / email / ftp / Go to preset
privacy Mask Yes

Digital Zoom 12x
Group touring Max. 10 Groups
auto panning 2 – 8 points

interface ethernet rJ-45 10/100 BaSe-t
analog Video output 1x Bnc out
audio input 1x in
audio output 1x out
Sensor input 4x in
alarm ouput 2x out

network protocols ipv4/6 - tcp/ip, uDp, Http, HttpS, rtp, 
rtSp, DHcp, icMp ipv4 - ftp, SMtp, 
ntp, arp, SnMpv1/v2c/v3, DDnS(LG) 

Security password protection, HttpS (SSL, tLS)
number of connections up to 10

General power requirements ac24V
power consumption Max. 25 W
Weight 9.19 lbs
Dimensions (in.) 9.24 (Ø) x 10.63 (H)
operating temperature -4°f ~ 122°f
Storage temperature -4°f ~ 140°f
operating Humidity 0% ~ 80%rH
Water and Dust protection ip66
color White
approvals uL, fcc, ce, Kcc

System 
requirements

operating System Windows Xp professional, Windows 
ViSta, Windows 7

processor intel core 2 Quad Q6700 (2.66 GHz) 
or above

Memory 2 GB or above raM
Web Browser Microsoft internet explorer 7.0 or above

Supplied 
accessories

cD roM (user's Guide, ip utility, LG ipsolute VMS Suite)

installation Manual
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